
arimeo – a brand of INNOPERFORM® Ltd.

A new era dawns:  
window rebate vents with  
plastic hinge technology

NEW! Produced by  
INNOPERFORM®!



Precisely balanced and independent  
of window hardware



Stricter DIN 1946-6 became accepted. Visible vents  
are installed additionally and more frequently.

Reissue and tightening of DIN 1946-6: higher  
volumes of air required according to standard.

2009

2012

Further reissue of DIN 1946-6

2018

arimeo – the first window rebate vent for 
rebate and centre gasket systems being 

independent of window hardware. 

Even higher volumes of air are possible:  
invisible and self-adjusting!

2018

arimeo – the new generation of window  
rebate vents

Houses are becoming increasingly well-insulated and 

the natural infiltration of air is no longer sufficient for 

moisture proofing and a comfortable room air quality of 

the living space. As a result, the volume of air required for 

home ventilation has increased continuously. DIN 1946-6 

regulates this for current building standards. Conventional 

window rebate vents are now reaching the limits of their 

performance capacity. The following applies to every 

project-specific ventilation concept: the volume of air 

required needs to be supplied by a sufficient number of 

window rebate vents; and all this to be achieved ideally 

with window rebate vents installed overhead, preventing 

draughts. 

The research and development of INNOPERFORM® 

started right at this point: the new generation of window 

rebate vents is independent of window hardware and 

locked invisibly into the gasket grooves across the top of 

the sash. If a high volume of air is required, for example, 

three arimeo window rebate vents can be positioned 

horizontally at the top. 

This is completely new! And the results are impressive: a 

pleasant, balanced room climate with flawless windows 

and no additional visually-disturbing components.

Buildings are becoming increasingly well insulated. 
Mould problems arise more frequently.

1990 – 1998 

Market launch of the first window rebate vent 
to avoid mould problems. 

1999



arimeo – the innovative window rebate vent 
Always on top!

The innovative arimeo window rebate vent is not installed in the fixed frame, but instead of the sash 

gasket. Thanks to its compact design, arimeo is independent of any window hardware completely! 

This means that a sufficient number of self-adjusting window rebate vents can be placed invisibly at the 

ideal position – across the top – in the sash. The air flow is directed towards the ceiling consistently, 

eliminating draughts.



Four good reasons for arimeo:

transparent & balanced
arimeo fits into its surroundings almost unnoticeably 

and ensures a balance in the air change. Thanks to 

compact and precise technology, a high number of 

vents can be integrated unobtrusively into the window 

if required. This means, that even for high volumes of air 

arimeo is: invisible and self-adjusting.

arimeo, corresponding with the colour of the gasket, is 

almost unnoticeable, even when the window is open.

arimeo window rebate vents are surprisingly easy to 

integrate in the window factory and save installation 

time.

arimeo and its new plastic hinge technology ensure 

precise air flows.

Thanks to its locking technology, arimeo is installed 

quickly and easily with secure footing.

compact & flexible
arimeo is characterized by a very compact design. With 

high flexibility the precise technology fits into even the 

smallest spaces in the window. arimeo window vents 

can always be installed at the best position, since they 

are: independent of window hardware.

sensitive & precise
arimeo detects its surroundings sensitively and adjusts 

the ventilation precisely. As soon as wind and weather 

make it necessary, arimeo seals the window at exactly 

the right moment. Precise technology makes it possible: 

precise air flow control.

stable & simple
Stable solutions arise from simple mechanisms. This 

fundamental principle behind the arimeo manifests 

itself in the whole functionality of the vents. Even the 

installation process is stable and simple, thanks to:  

high-quality locking technology.



Precise air flows 

The arimeo control flaps feature 
a flow contour developed in 
our own testing laboratory, that 
adjusts the air flow precisely.

Sensitive air flow control

The new plastic hinge technology based 
on innovative materials ensures sensitive 
mobility and a resilience of the control 
flaps with utmost precision. It automatically 
responds to tiny movements of air. and if 
the wind is too strong, seals the window at 
exactly the right moment..

Simple, secure footing

The stable locking foot 
holds the compo-
nent firmly in the gasket 
groove of the sash.

A perfect match

The frontward side of the 
vent adapts to the fixed 
frame closely, when the 
window is closed.

Flexible buffers

The three buffers provide the 
necessary flexibility to the 
components, so that they adapt 
to different gap  geometries.

arimeo classic S for uPVC windows:  
precision in even the smallest space

arimeo – of course ift-tested

The arimeo classic S window rebate vent has been devised 

compactly and flexibly. The automatically balancing, 

precise technology only takes up the space of the sash 

gasket. No more consideration needs to be given to 

window hardware. 

Thanks to its compact design, the vent can always 

be placed at the ideal position – across the top. Five 

component functions allow arimeo to work perfectly in 

even the smallest space.

The new arimeo window rebate vent has not only passed 

all tests during the development phase. Following its mar-

ketability, it has also been tested by ift Rosenheim con-

cerning ventilation characteristics, watertightness and 

sound insulation.

The ift test reports can be reviewed on www.ift-geprüft.

de and www.arimeo.de.ventilation characteristics 
(rebate gasket system)

watertightness 
(rebate gasket system)

sound insulation 
tested



timber window

arimeo 
installation 
variants

air passing values in m3/h

2 Pa 3 Pa 4 Pa 5 Pa 6 Pa 7 Pa 8 Pa 10 Pa

single 
acoustic

1.6 2.0 2.3 2.7 3.0 3.3 3.5 4.0

single 2.3 2.8 3.3 3.8 4.2 4.6 4.9 5.6

double 68 4.6 5.6 6.6 7.4 8.1 8.8 9.4 10.6

double 4.8 5.9 6.9 7.8 8.7 9.4 10.1 11.4

arimeo classic T for timber windows: 
window rebate vent with precision swivel joint

Performance data of arimeo classic

arimeo classic can be installed in uPVC and timber 

windows in various installation variants. The selection 

of an installation variant is primarily dependent on the 

volume of air and the sound insulation required. 

All variants are ift-tested. 

The test reports can be reviewed at www.ift-geprüft.de 

and www.arimeo.de.

The arimeo window rebate vent is, of course, also available 

for timber windows. The stepped rebate is milled and the 

ift-tested component inserted with a perfect fit. Especially 

in the timber window manufacturing industry, the arimeo 

window rebate vent features an innovative precision swivel 

joint and a highly-sealing flap control. The arimeo classic T 

can be delivered in various shades.

uPVC window

arimeo 
installation 
variants

air passing values in m3/h

2 Pa 3 Pa 4 Pa 5 Pa 6 Pa 7 Pa 8 Pa 10 Pa

single 
acoustic

2.2 2.8 3.3 3.7 4.1 4.5 4.8 5.4

single 2.4 3.0 3.5 4.0 4.4 4.7 5.1 5.7

double 
acoustic

3.6 4.4 5.2 5.9 6.5 7.1 7.6 8.6

double 4.5 5.5 6.3 7.1 7.8 8.4 9.0 10.1

triple 
acoustic

4.2 5.2 6.2 7.0 7.8 8.5 9.2 10.4

triple 5.8 7.2 8.3 9.3 10.3 11.1 11.9 13.4

Depending on the installation variant, watertightness up to 600 Pa and sound 
insulation up to 44 dB (uPVC windows) or 42 dB (timber windows) are possible. 
The values stated are based on tests with a respective reference window by ift 
Rosenheim. The values stated for an uPVC window are exemplary for a rebate gasket 
system.

arimeo installation variants
single acoustic (1 arimeo with sound insulation ventilation duct) | single (1 arimeo with standard ventilation duct)
double acoustic (2 arimeo with sound insulation ventilation duct) | double (2 arimeo with standard ventilation duct)
triple acoustic (3 arimeo with sound insulation ventilation duct) | triple (3 arimeo with standard ventilation duct)
double 68 (2 arimeo with IV 68 ventilation duct)

Colour-consistent casing

Due to its consistency with popular 
shades, the casing can be installed 
unobtrusively into the window rebate 
unobtrusively.

Control flaps with high sealing capacity

The air flow is controlled by control flaps 
with high sealing capacity, which ensure 
the window is sealed tightly when the 
wind gets up.



INNOPERFORM® GmbH
Preititz, Alte Dorfstraße 18-24
D-02694 Malschwitz

T:	+49 (0)35932 3592-0
F:	+49 (0)35932 3592-92
E:	arimeo@innoperform.de 

arimeo.de
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Service and advice for architects 
and window manufacturers: 

With arimeo you envision more…  
service and advice – as you are used to from  
INNOPERFORM®. 

Take advantage of our online calculation tool  
for your ventilation planning or our free  
project-specific advice and planning service.

Simply request our „Technical Information” for  
more information.


